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*Over 10 m main boom radius, the minimum jib angle is limited at -15°
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*Over 10 m main boom radius, the minimum jib angle is limited at -15°
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CRANE PERFORMANCE: J7
LJ [m] 3,0 4,5 6 7,6

4 1500 1200 950 650
5 1400 1150 900 600
6 1300 1100 850 550
7 1200 1050 800 500
8 1100 1000 800 500
9 1000 900 800 500
10 900 800 700 500
11 800 700 600 500
12 600 580 550 500
13 460 440 420 400
14 330 320 310 300
15 280 280 280 270
16 200 220 240 260
17 120 180 210 240
18  110 170 210
19 110 140
20 100

R[m] [kg] LC1280_V2051124_C16J7 - 
LC1280_V2051124_C17J7

JIB1502.3HX load tables
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CRANE PERFORMANCE: J5

CRANE PERFORMANCE: J6

LJ [m] 3,0 4,5 6 7,6
4 1400 1000 800 500
5 1300 1000 800 500
6 1000 1000 800 500
7 800 700 600 500
8 600 550 500 450
9 400 400 400 400
10 250 250 250 250
11 120 120 120 120

R[m] [kg] LC1280_V2051124_C16J5 - 
LC1280_V2051124_C17J5

LJ [m] 3,0 4,5 6 7,6
4 1400 1000 800 500
5 1300 1000 800 500
6 1000 1000 800 500
7 800 700 600 500
8 600 550 500 450
9 400 400 400 400
10 300 360 360 320
11 240 280 280 270
12 200 220 240 260
13 120 180 210 240
14  110 170 200
15   110 100

R[m] [kg] LC1280_V2051124_C16J6 - 
LC1280_V2051124_C17J6

JIB1502.3HX load tables
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CRANE PERFORMANCE: J7
LJ [m] 3,0 4,5

1 1500 1000
2 1500 1000
3 1500 1000
4 1500 1000
5 1500 950
6 1400 900
7 1300 800
8 1200 650
9 950 600
10 850 550
11 670 420
12 600 400
13 450 380
14 370 350
15 320 300
16 300 250

R[m] [kg] LC1280_V2051124_C33J7

JIB1502.1FL load tables
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L[m] 4,9 5,6 6,6 7,6 8,6 9,6 10,6 11,6 12,6 13,6 14,6 15,6 16,6 17,6 17,7

1 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500

6 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500

7   500 500 500 500 500 500 500 500 500 500 500 500 500

8    500 500 500 500 500 500 500 500 500 500 500 500

9     500 500 500 500 500 500 500 500 500 500 500

10      500 500 500 500 500 500 500 500 500 500

11       500 500 500 500 500 500 500 500 500

12        500 500 500 500 500 500 500 500

13         500 500 500 500 500 500 500

14          500 500 500 500 500 500

15           500 500 500 500 500

16            480 440 440 440

17             400 370 360

18              340 340

18,1               330

R[m] [kg] LC1280_V2051124_C24J7

L[m] 4,9 5,6 6,6 7,6 8,6 9,6 10,6 11,6 12,6 13,6 14,6 15,6 16,6 17,6 17,7

1 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500

6 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500

7   500 500 500 500 500 500 500 500 500 500 500 500 500

8    500 500 500 500 500 500 500 500 500 500 500 500

9     500 500 500 500 500 500 500 500 500 500 500

10      500 500 500 500 500 500 500 500 500 500

11       500 500 500 500 500 500 500 500 500

12        500 500 500 500 500 500 500 500

13         480 420 420 420 420 420 420

14          390 340 340 340 340 340

15           310 270 270 270 270

16            240 200 200 200

17             190 150 150

18              140 140

18,1               130

R[m] [kg] LC1280_V2051124_C24J6

CRANE PERFORMANCE: J7

CRANE PERFORMANCE: J6

JIB500GR load tables
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L[m] 4,9 5,6 6,6 7,6 8,6 9,6 10,6 11,6 12,6 13,6 14,6 15,6 16,6 17,6 17,7

1 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500

6 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500

7   500 500 500 500 500 500 500 500 500 500 500 500 500

8    500 500 500 500 500 500 500 500 500 500 500 500

9     500 500 500 500 500 500 500 500 500 500 500

10      500 500 500 500 500 500 500 500 500 500

11       500 460 460 460 460 460 460 460 460

12        410 350 350 350 350 350 350 350

13         320 270 270 270 270 270 270

14          240 200 200 200 200 200

14,9           180 130 130 130 130

R[m] [kg] LC1280_V2051124_C24J5

L[m] 4,9 5,6 6,6 7,6 8,6 9,6 10,6 11,6 12,6 13,6 14,6 15,6 16,6 17,6 17,7

1 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500

6 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500

7   500 500 500 500 500 500 500 500 500 500 500 500 500

8    500 500 500 500 500 500 500 500 500 500 500 500

9     500 430 430 430 430 430 430 430 430 430 430

10      370 310 310 310 310 310 310 310 310 310

11       270 210 210 210 210 210 210 210 210

11,9        190 130 130 130 130 130 130 130

R[m] [kg] LC1280_V2051124_C24J4

JIB500GR load tables

CRANE PERFORMANCE: J5

CRANE PERFORMANCE: J4
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L[m] 4,9 5,6
1 500 500
2 500 500
3 500 500
4 500 500
5 400 400

5,9 300 300
R[m] [kg] LC1280_V2051124_C24J1

CRANE PERFORMANCE: J1 (Pick & Carry)

JIB500GR load tables - Pick & Carry
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ACCESSORIES

JIB JIB1502.3HX kg 675
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JIB1502.1FL
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JIB500GR

BEAMS

PIPES

-27°

1650

62
0
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500 kg

+57°

-65°

0°

+34°

1880

74
0
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-65°
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500 kg

1260

165 165887

360°

1340

800

1000

200 200
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[mm]

JIB JIB500GR

Beams configuration

kg

230

Pipes configuration 230

Adapter 40W
EI

G
H

T

JIB500GR features
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Weight Engine Main Boom Lifting Hydraulic System

Crane Electric
Motorization Boom Length Winter Kit

Travel Speed Powerpack Jib Working Temperature

Gradeability Maximum Capacity Turret Slewing Hydraulic Activation

Track Load Maximum Outriggers 
Load Winch Hook

65° Maximum
Working Angle Counterweight Outriggers Mats Grabber

0°/180°
MIN

Closed Tracks and Turret Position Locked at 
0° or 180°

360°MAX
Extended Tracks and 360° Turret Slewing

Symbols

SYMBOLS

• Load tables have been calculated following the EN 13000:2014 standard.
• Load tables have been calculated considering a wind load of 13,8 m/s, a sail area of 1m2/t and a drag coefficient of 1,2.
• Load capacities are given in kg.
• Hookblocks and hooks weight is part of the load, hence it shall be deducted from the capacity values.
• The working radius is measured form the turret slewing center.
• The supplied Technical Data is part of the Use & Maintenance Manual.
• Features and specifications may change without prior advice. 
• All indicated data are for informational purposes only and are not binding as the crane performs differently depending on its use.

LOAD CHARTS REMARKS
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